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B._ Details of Safe

Abrasive Tank Capacity ( approx ) :

Metallic :500Kg
Sand :230Kg
Volume : 142 Ltrs
Blast Hose

Length : 25 meter

Quality  : preferable Imported

ID. :25 mm

Blast nozzles orifices ( Imported )
[ tungsten Carbide Lined ]
Nos of nozzles to be supplied
Approx . wt of the offered Machine
Air Filter & pressure Gauge fitted
Automatic Exhaust valve fitted
Abrasive controlling Pinch Valve fitted
Approx . Cleaning area
Recommended abrasive size

wear

a) Air Blaster Helmet PC -1
b) Helmet Hose (11 mtrs )
¢) Gum Boot

d) Hand Gloves

e) Operator’s Suit

f) Helmet Air Conditioner
g) Air Breather

C . Details of essential Spares —
SIno | Item Desription

: 6 mm and 8 mm

:2[onenoeachof6&8mm]

tobe givenby vendor

1 no each

1 no
1 no

: 10-15m¥ Hr
: 16 to 80 mesh

:1no
' 1no
:1no
:1no
:1no
:1no
:Ino

Qty reqd Unit Rate

1 Blast Hose 25 mtr long ( Preferably imported) 1 no

2 Rubber Sleeve for Pinch Valves 3 nos

3 Mixing tube assy 1” 1 no

4 Nozzle Holder 4 nos

5 TC Nozzle 6 mm & 8 mm 1 no each

6 --,, | Remote control Handle 1 no

7 [Union Coupling for Blast hoses 4 nos
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