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Outdoor IP Based IR PTZ Camera:

1| Image Device 1/3 type progressive scan

2 | Day/ Night Feature Should be available

3 | No. of effective pixels (Hx V) | 2.0 megapixel or better

4 | White Balance Mode Auto , Preset, One-push WB, Manual (features should be available)
5 | Zoom ratio Should be 2.7x or better

6 | Horizontal Viewing angle Minimum 34-89 degrees

7 | Focal length Minimum 2.8-12mm

8 | Application Outdoor

9 | Night Vision & IR lllumination Maximum 50Mtr Night Vision with long range illumination Rzt
10| odeo mage Sze (H%V) | 04565 min stoams seppern

11 | Video Compression format H.264 or MPEG-4

12 | Maximum frame rate 1080P, 960P, 720P@25fps supportable

13 | Streaming Level 2 in Adjustable mode '

14 | Bit Rate 50k - 8 Mbps

15 | Ethemnet Interface 10-BASE-T./100-BASE-Tx (RJ 45 port)

16 | Supporting protocol TCP/IP, HTTP, RTSP, FTP, PPPoE, DDNS, NTP, uPnP

17 | Onvif Compatible ONVIF 2.0 Complaint

18 | Housing ;?rlclat\?iggcrj .type housing along with wall mounted bracket shall be
19 | Working Temp. +5°C ~ #55°C

20 | Power Supply 230V, 50Hz, AC

21 | Warranty 1 year from date of Installation

22 | Make Samsung, Alcon, Hikvision, Bosch, Cp-plus, Honeywell
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