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FORMAT FOR PRICE -BID
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SI.No

Material Description

Qty

Unit

HSN CODE

Basic Unit
Price

GST on basic unit price

P&F chgs.
(if any per
Unit)in %

P&F chgs.
Amountin
Rs. Per Unit

GST on P&F

Freight
charges per
Unit

(if any)

GST on freight

Other Charges, if
any per unit
(Rs)

GST on other
charges

Total landed Cost
Per unitin (Rs.)

(inRs.)

(in %) (inRs.)

(InRs.)

(in %)

(inRs.)

(in %) (inRs.)

(inRs.)

(in%) | (inRs)

(in fig) | (in words)

Electrical Actuator complete for the AUMA Make
Motorized Valve , Make: AUMA, Model: SA30B45,
Type: ON-OFF Motorized, Torque Range and
Speed; Min 100- Max 300 Nm & 45 RPM,
Enclosue:IP 67, Admissible ambient temperature:
20°C to + 85°C, Handwheel: Yes, Position limit
switches: Yes -2Nos, Thermo Meters: Yes-3Nos one
in each winding, Motor nominal output:12.5KW,
Duty:S2-15min, Rated voltage: 415V, Rated
frequency: 50Hz, No of phase: 3, Motor
starter:Integral, Frame size: AM90, Admissible
voltage flutuation :+10%, Torque switch: Yes-2Nos,
Full load current: 2.7A, Starting current: 22A, Full
load speed: 2800 RPM, Insulation class: F, Power
factor: 0.81, Full load efficiency: 79%, Temp rise
limited to: class b, Motor type & Ref standard:
Squirrel cage induction motor & 1S325

Nos

Note: Bidders should quote their Basic price/ Unit only in the above given format. Offers received for another unit shall not be considered and will be rejected.




