Specification for RADAR type Level Transmitter

Type 2 wire loop powered Leve| tiansmitlor
Technology Pulsod Radar, HART compatibie
Application Level measuremen of Bin
| (Ore bin with solid particle)

Pressure of bin Ambient (open fo air)
Grain Size of ore | 15130 mm

-0 | Range Uto 20m

-7 ] Calibraled Range Oto 15m
.

!

Beam Angle 100
_|_ Resoluion _Sdmm I
. Accuracy { 20.15% of Range =
_S3mm

_;:
! IO
bl

_ Repealabilty
| Blanking Distance
- Curren{ Output - ] Alo20mA
Q.quﬂsum?macwm . 20.02mA
2. Mounling ~—— — . Qutdoor (under Canopy)
| Operaling Temperawre

| Ambien{ ;50’8‘&“““‘Max‘)'“"""’“"‘""“""f""""'f:
_ | Power Supply
Display

—{—18to30VDC
=P | ke raled LCD _q§p‘l§ymm_‘__
| Display Options — ™ ~.Aduallevel, Signal sirengih, Error message

|- Configuration —— —~ —Through integrated keypad
Interface Language _English
Flanged 3" as per ANSI 1504, drilling as per ;

Process connection
| ANSI 165 g
C Through %" NP (Cable gland to be ‘1

able entry
J_z_@z@@@)mMWW_w_“\_w_.__‘_w4
P67

=5 sec,

_Ingress Protectiow

— ———

!h_‘@ggranlge_w’_w_“m_“‘ :_TEEEE@E&E@R Installation

Make Siemens, Honeywell Endress & Hauser, i

——————— | Krone Marshall, ABB , Ve .

To be supplied with User manual, programming manual
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