
Sl# Material Description Quantity Unit

1 HIGH CONDUCTIVITY ALUMINIUM TUBULAR TERMINAL ENDS FOR SOLDER 

LESS CRIMPING TO ALUMINIUM CONDUCTORS (REGULAR) SIZE : 300 SQ.MM 

STUD HOLE DIA 16.2 MM ALUMINIUM

30 No.

2 OXYGEN FREE HIGH CONDUCTIVITY COPPER TUBULAR TERMINAL ENDS FOR 

SOLDER LESS CRIMPING TO COPPER CONDUCTORS (REGULAR) SIZE : 120 

SQ.MM STUD HOLE DIA 13 MM COPPER

30 No.

3 - DO - SIZE : 2.5 SQ.MM STUD HOLE DIA 5.2 MM CONDUCTOR COPPER 200 No.

4 - DO - SIZE : 4 SQ.MM STUD HOLE DIA 5.2 MM CONDUCTOR COPPER 200 No.

5 - DO - SIZE : 6 SQ.MM STUD HOLE DIA 5.2 MM CONDUCTOR COPPER 200 No.

6 - DO - SIZE : 10 SQ.MM STUD HOLE DIA 6.5 MM CONDUCTOR COPPER 100 No.

7 - DO - SIZE : 1.5 SQ.MM STUD HOLE DIA 5.2 MM CONDUCTOR COPPER 200 No.

8 HIGH CONDUCTIVITY ALUMINIUM TUBULAR TERMINAL ENDS FOR SOLDER 

LESS CRIMPING TO ALUMINIUM CONDUCTORS (REGULAR) SIZE : 185 SQ.MM 

STUD HOLE DIA 10.2 MM CONDUCTOR ALUMINIUM

60 No.

9

- DO - SIZE : 240 SQ.MM STUD HOLE DIA 12.7 MM CONDUCTOR ALUMINIUM

20 No.

10 OXYGEN FREE HIGH CONDUCTIVITY COPPER TUBULAR TERMINAL ENDS FOR 

SOLDER LESS CRIMPING TO COPPER CONDUCTORS (REGULAR) SIZE : 150 

SQ.MM STUD SQ.MM HOLE DIA 17 MM COPPER

20 No.

11 HIGH CONDUCTIVITY ALUMINIUM TUBULAR TERMINAL ENDS FOR SOLDER 

LESS CRIMPING TO ALUMINIUM CONDUCTORS (REGULAR) SIZE : 400 SQ.MM 

STUD HOLE DIA 20.3 MM ALUMINIUM

30 No.

12 OXYGEN FREE HIGH CONDUCTIVITY COPPER TUBULAR TERMINAL ENDS FOR 

SOLDER LESS CRIMPING TO COPPER CONDUCTORS (REGULAR) SIZE : 95 

SQ.MM STUD HOLE DIA 10.5 MM COPPER

50 No.

13 - DO - SIZE : 70 SQ.MM STUD HOLE DIA 8.4 MM COPPER 50 No.

14 - DO - SIZE : 16 SQ.MM STUD HOLE DIA 6.5 MM COPPER 100 No.

15 - DO - SIZE : 25 SQ.MM STUD HOLE DIA 6.5 MM COPPER 100 No.

16 - DO - SIZE : 35 SQ.MM STUD HOLE DIA 6.5 MM COPPER 100 No.

17 HIGH CONDUCTIVITY ALUMINIUM TUBULAR TERMINAL ENDS FOR SOLDER 

LESS CRIMPING TO ALUMINIUM CONDUCTORS (REGULAR) SIZE : 50 SQ.MM 

STUD HOLE DIA 8.2 MM ALUMINIUM

100 No.
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